6" Square Post
(See Table 1 For Spacing)

== Ay

Post Tie (See Qptions)

[solation Joint Filler on 3
sides of post (See Post
Tie Qptions)

limestone recommended. If backfilling with soil, compact

@ optimum moisture content, 6 inch max. Iifts.

CORNER DETAILS
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Cut 10=30"
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T T 1

e

N
S
&

11

]

I I

L » L

Concrete Slab 4" Gravel Dram Fill
(See Note 4) AASHTO M43 457 or #67
Crushed Limestone or Grave/

SIDE_ VIEW
Not_to Scale

S Bomtine. Tonese 4 2, Vertical Flank TABLE 1 — MAXIMUM WALL HEIGHT oot E
anking, Tongue & Groove, Mz
attach with 2-Size 16d or 20d FACILITIES WITHOUT A ROOF Scenario
nails, stagger Joints. MAXIMUM POST SPACING — WAXIMUM WALL HEIGHT, h (FT.)|to Use:
6% 6"No. 1 & 6x 8" No. 2 |  Manure* Compost* | (%)
Double Planking — Fasten with 25 55 55
164 nails driven in each plank J0 50 2.5
layer on bottom 2 rows, or use 40 45 29
Concrete Curbing as shown in 45 4.0 29
detail on dwg. OH-N-203-CAD. & 07 or 200 50 35 55
nais per pran. 6.0 25 15
6" x 6" No. 2 Manure* Compost* E) 9 §
Concrete Slab (See Sht __) 25 47 55 o s 3§ 0o
and drawing OH-N-203-CAD. g5 45 50 3 8 g &
40 20 50 =
45 4.0 15 S
Concrele Slab (See Nole 4) Weave corners by extending 50 g5 45 ©
boards from alternating 6.0 25 4.0 é
directions lo run along post. * Note: Manure Joading = 60 Ibs./ Cu.Ft 3
Compost loading = 35 Ibs./Cu.Ft Z ©
* Note: For roofed structures, maximum wall heights are as follows: <
Manure Compost %
For roof spans <32’ 45’ 55
4" Gravel Drain Fill— AASHTO For roof spans >32° 40’ 50 e
M43 457 or 67 Crushed
T 57 or 7 L CLOSE UP — ORTHO VIEW — CORNER =
Not to Scale L
=
Steel Strap, 3/8” Thick, 2" Wik, ~ 25 '
12" Long, With 3/4" Holes. %/27 ) o L
Two Anchor Bolts, 1/2” Dia, - Isolali on J‘ff” ¢ Filer a
12" Long, W/Flat Washers and L % - I/ 5
Nuts. RS Post — 6~ Sguare 3
‘ o == Post Tie — 3’ Length of No. 4
Isolation Joint Filler, , g ' —
/«/4":, 5" e -f_ ¢ (1/2") Rebar placed in center -
Post—6" Square of slab depth Ly ;( S
. — — AN
ANCHOR TIE OPTION REBAR TIE OPTION Berm 7 1o g
Post Tie Option is not required for roof=supporting posts. P — o . é R
A s [
POST TIE_OPTIONS / 7 M 5 <
Not to Scale “\:‘ng" Backiil : Lo 0 El I
CONSTRUCTION NOTES: - s Cptiondl T = i
1. All posts shall be grade stamped No. 2 or better (See Table 1) 0.6 Pounds per Cubic Foot - § ' 1o O I
retention Chromated Copper Arsenate (0.6 PCF CCA), Southern Yellow Pine (S.Y.P) [Al other |
lumber No. 2 or better, S.Y.P, 0.4 PCF CCA, and dll fasteners shall be galvanized] Storage Area Floor
2 If any other ACQ or MCQ lpe Freservative Treatment is used, then retention rates shall be the N /
equivalent as for CCA, but all fasteners shall be hot djpped galvanized or stainless steel. T
g Table 1 is for solid tongue and groove plank walls, manure loading at 60 PCF and compost Fxisting
at J5 PCF. Any changes must be agpproved by the State Conservation Engineer. fhrte Ground
4. See NRCS “Concrete” Construction Specification, 210—-VI-Engineering Field Handbook, Droin Fil - I=E=E
Exhibit OH17-1 for concrete slab requirements. W EZ; - 2// 4} 4" Drain
5 Maximum inside height of wall shall be 5.5 feet  Back fil optional, maximum height = 2/3h. 457 or 467 <
6. Post ties are not required when back filing to 2/3 the wall height. h. Q
Post ties are required on all wall posts, included corner posts. DRAIN DETAIL - 45 requiren D
7. All plank joints shall be 2" nominal thickness, stagger joints. Not o Scale - \
& For comer assembly, saw tongue off horizontal planks to merge at post. S
Vertical plank width shall match width dimension of adjacent post. '
9. Isolation joints shall be used where newly poured concrete abuts existing concrete or abuts to a
different, non—yielding structure or material (e.g. buildings, or posts) REVISIONS D/:/GV;I/ ng5 }\170- can
DATE | _APPROVED TITLE NZoST—
10, When using pneumnatic nailing guns, the pneumatic equipment and equivalent nail sizes shall 04/04 |AM._Brate

be agpproved by the NRCS engineer prior to use.

State Cons. Engineer
06/15 \B.0. Jordon St C i
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